B S 4EHRE/Product Specifications Y] NIPPON SEISEN

/ AT —5e BV A F/UTP r—TJ L
Categorybe F/UTP Outdoors Cable

P/N : 0.5-4P NSEDT-S-LAP

#E/Description

Cat5SefRIBICM L TRIBLEY—Y &Y o1=, 100041 E—S VX BSVAF/UTPZ—TILTY,
BHET7IVr—ay, gRT 2B ECEFEEICELTOET,

100 Q impedance F/UTP outdoors cable with a large margin against the Cat.5e standard.

Itis ideal for high bandwidth applications, high-speed data transmission and voice.

H#&/Specifications

$1731)—/Category Cat.5e

xt#/Number of Pairs 4p

& {k/Conductor B #R/Solid Wire

& {A1%/Conductor Diameter 0.5mm(AWG24)

#@%21K1%/Insulation Diameter 1.0mm

RER4 —T JLSV 2 /Inner Cable Diameter ~ 6.5mm

4 —7J JL4}4%/Cable Diameter 9.0mm

BE E=/Weight 70kg/km

ENF A% /Marking NSEDT-S-LAP CAT5e NIPPON SEISEN PE OYFNo. <3#Z/Consecutive Number> 31

X1 BERT—INOEAELEELEHT5HODBRELTRRENZIDTY .

Consecutive number is displayed as a guide for calculating the used amount or remaining quantity of the cables.

& {K/Conductor E 5 A EER#R/Annealed Copper Wires for Electrical Purposes

#434K/Insulation RIJITFL > /Polyethylene

R % %5 —/Binding Tape RIJITFL > /Polyethylene

fEHh 4% /Drain Wire £ Ay X B SRR /Tin-plated Copper Wire

R T —F /Shielding Tape METIVE=) LB RUR)IRTILI )L L /Soft Aluminum Foil and Polyester Film
RER —R /Inner Jacket RUIE{EE =)L /Polyvinyl Chloride

SER—hT—7/Laminated Tape BB 7= LBERURYIRATILI 1)L L /Soft Aluminum Foil and Polyester Film
S} &R —X /Outer Jacket R TFL > /Polyethylene

%1% /Flammability Ratings
JIS C 3005 60E BRI ER (MERS—TJL) /60° Inclination Combustion Test(Inner cable)

5148/ /Jacket Colors
RERS—R /Inner Jacket 7K (SB)/Sky Blue(SB)
5 &R —X /Outer Jacket E(BK)/Black(BK)

$#%/Standards

ANSI/TIA-568.2-E

ISO/IEC 11801-1 Ed1.0

JIS X'5150-1

IEC61156-5

TIA-1005, ISO/IEC 24702 MICE grade:E2
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7745 —< 3> /Applications

IEEE802.3i 10BASE-T

IEEE802.3u 100BASE-TX

IEEE802.3ab 1000BASE-T

IEEE802.3af PoE, IEEE802.3at PoE+, IEEE802.3bt 4PPoE

4% 1% /Mechanical Characteristics
£ 7558 1/Maximum Tensile Strength
A /A (F F 2 /Minimum Bend Radius

<110N
=T ILIEDELL L /=8 X Cable Diameter

E & 451 /Electrical Characteristics
ANSI/TIA-568.2-E, ISO/IEC 11801-1 Ed1.0, JIS X 5150-1, IEC 61156-5, JCS 5507 : 2023
B (K H1/DC Resistance

=9.380/100m

E{REH T T 47/DC Resistance Unbalance
R EE2E S 2/Mutual Capacitance

=5.0% (ASTM D 4566)
=5.6nF/100m

£ E R E T T 1% /Capacitance Unbalance =<330pF/100m
## 4% 1/ Insulation Resistance =5,000MQ-km
# 4%t J3/Dielectric Strength AC700V/min
NVP 68.5%

IR 5 4%1%/Environmental Characteristics

{1 F3;B EE i B /Operating Temperature

7 T B /Installation : 0°C~50°C
B1EB%/Operation : -20°C~60°C
E#¥+/0outdoors

T % #}/Electromagnetic Rating: E,

{# FA15 Ff/Place of Use

IB1E X 4 /Environmental Classification

#A 4/ Packaging
34 4R A1 /Standard Package Form
5\ EE 585 H 4 X/Outer Package Size

#8E 2/Gross Weight 8kg 15kg

100m 3 #/100m Coil in Box
W460mm X D460mm X H145mm

200mZR#/200m Coil in Box
W535mm X D535mm X H145mm

%478 5F/Regulatory Compliances

RoHS2 (10 substances) Compliance

##:% B /Structural Drawings

& {K/Conductor

#424K/Insulation

8 2 %7 —7/Binding Tape
HERRT—F /Shielding Tape
RER S —RZ /Inner Jacket

2 —kF7—7/Laminated Tape

SV ER S — X /Outer Jacket
R /Drain Wire
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[ 7k ALE8 /Waterproofing

T—TILRITKDBALIIGEE . EREMENEL(LIELET DT,

BREFC—T LRI SKABALLENVESIL T HKLEEL THSEEELTTILY,
Waterproofing before wiring are necessary in order to prevent water intrusion,

since it will affect the electrical characteristics of the cable.

PVCH+yF/PVC cap
i D7 —ILEISELF vy TERET 5,
,T J)L/Cable Prepare a PVC cap that fits the outer diameter of the cable.

PVCFvy7/PVC cap

2)IRRIZPVCF vy TEHE 5,

Cover the PVC cap on the end of the cable.
r—7J)liCable

PVCFITIPVC cap 3) KASBALBNESBERET —TE L EREETLOAYEEC
Worap the self-fusing tape around the cable and the PVC cap with half-lapped layers.
XECRET—IELT SERATIL,

'7—7)l/Cable Make sure to use self-fusing tape for this process
B 2@t%E 7—7/Self-fusing tape g tap P ’

PVCF+vy/PVC cap

4) BB T —T#EB - LITPVCT—T2 X EREBETLO>MYEEL
Worap the PVC tape on the self-fusing tape with half-lapped layers.

F—7J)liCable
PVCT—7/PVC tape

Hx &5+ & $E 18 /Handling Precautions

(1)r—TNEBAHEREY. 7—T LD LIZYEBEWNZYLEZEE. 7—TIILONFTHNEML TV L0ICEET$ 52 LN
HYFEFTOTITEELLSLY,
Please note that the marking on the cables might be transferred to other objects if you stack or place other objects on the
cables.

RICOy—TIVIFBHTERAT RS —TILTT, BENTIE, PELAPGRUIFLUAES—R, SIR—TF—)ZBREL
FERLTESLY,

This cable is for outdoor use. For indoor use, remove the PE LAP (polyethylene outer jacket and laminated tape).

[3]81E% £ D:FE = /While Wiring
BELSIER, BIE. BT, BEUT—TILAERT DRI EET BT TS,

Please avoid any kind of wiring that could cause a deformation of the cable such as excessive bending and stretching.

[4)PoETfEAT 535 & /While Using PoE
HRBEICEYT—TIILNEBEEN LR LET DT, EEERE(60°C)EBALNEIITL TS,
Please be aware that not to exceed the rated temperature (60°C) due to the temperature rise of the cable by power feeding.
=T IR FISAEICHOTEGLKSICLTZELY,
Please do not over tighten the cable ties.
F =T AOA =T Sv0% | ZELRBEROBVMEGFAARRL TS,
Please wire the cable bundle at a location with good air circulations such as using cable trays or open racks.
=T ILINURIL EEB M TEDHEN TS,

Please do not cover the cable bundle with thermal insulation materials.
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4% 474 /Connector Recommendations

RI45 EV25—TwvT CatSe ¥—ILER NSIS.S B —
. - g . i \‘ -
/F‘U45 Modular Jack, Cat.5e, Shielded NSJ5-S-KEY hﬁr £
(58 F3 T & /Applicable Tool: NSTOOLB) = L]
BRI FARIAS IPCTSY Cat.5e ¥—ILRF K’
/Field Terminated RJ45 Plug, Cat.5e, Shielded, IPC NSP524-S <G 7
S -
(#2235 T B /Recommended Crimper: NST88) 4
AAFEBOENFMXREAZREEBITHRLTERLILOTHED MIXFAEXXOHICF—BXIFERNELCIHEEICBXRASEESNLGLDET D,
This specification is written in Japanese. While we hope that the translation of this specification is accurate,
in the event of any differences in meaning between the original Japanese version and the English translation, the original Japanese version takes precedence.
SRALE L Contact Us: https://nscable.co.jp/
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