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Rabbit latch Rabbit latch

24AWG Category5e RJ45 Modular Plug [NSP5E100, NSP5E100B] 9022 Rev.2

INSTALLATION INSTRUCTIONS

B Component Parts

B Applicable cable

= Conductor diameter :24AWG ( ¢ 0.51mm) solid or stranded conductor
1 $0.93mm~ ¢ 1.02mm

1 »4.8mm~ ¢ 5.9mm

*Insulation diameter
=Cable diameter

B Crimp tool

Boot % *Crimp tool for LAN NST88 (NIPPON SEISEN)
Sleeve B Pin assignment
il Pin No. 1 2 3 4 5 6 7 8
ug housing WHITE WHITE WHITE WHITE
T568A GREEN GREEN ORANGE BLUE BLUE ORANGE BROWN BROWN
XBoots are not included in NSP5E100. WHITE WHITE WHITE WHITE
T568B ORANGE ORANGE GREEN BLUE BLUE GREEN BROWN BROWN
M Termination procedure
1 only NSP5E100B 2 3 123456780 |T568B
o
P Vi
i 3
/ Boot
@ Thread boot onto cable. @ Remove the cable jacket about 40mm. @ Untwist until jacket and straighten conductors|
(The figure is T568B connection color)

4

About 25mm

EAILEEN 7, }

@ Cut the conductors at the position
about 25 mm from the cable jacket.

5 <Sleeve> 8P / 2
flat surface
8Pin Brown
o
1Pin
7  —————
Insertion direction of conductors e \]i\lljriﬂe/Orange

@ Guide conductors into sleeve holes so that 1 pin is white/orange and 8 pin is brown core wire.
@ Please insert firmly so that there is no gap between the root of the cable and the sleeve.
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| casme

@ Trim conductors flush with sleeve face.

7 | T568B | 8Pin brown — 8

Insert the sleeve with

the flat side up. fitting,groove

1Pin white/orange

| 4

®Insert firmly into the plug housing so that it
1 pin is white/orange and 8 pin is brown wire.

@ With the fitting groove of the boot

downwards, insert it firmly into the plug housing.

"4 »w

-

@ Using the crimping tool NST88, insert the
plug securely into the tool and crimp it.
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By reading the QR code,
You can view the assembly video.

@ Removed from crimping tool, assembly is
complete.
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