8 24 $R= /Product Specifications Y] NIPPON SE€ISEN

Category5e RUASED 15—T54
&7 Categoryb5e RJ45 Modular Plug

- E-’ -.. ..
~ P/N - NSP5E1 00 Instructional Video
#3245 —TJ )L/ Recommended cable: 4P NSEDT-PC. 4P EM-NSEDT-PC

#E/Description

IEC60603-7HRH& IR f-2E—RAATDRIASED25—TFY TY,

BB EADT—FRIYF (SEYNSYFe ) IZL2T. SYFOMAEICBATHET,
2 pieces type RJ45 modular plug conforming to IEC 60603-7 standard.

with excellent latch durability by patented arched latch (Rabbit Latch).

#$1731)—/Category Cat.5e

a4 254 T [Connector Type RJ45 Unshielded

B2 /Number of Poles 8

1 F & {K#&/Conductor Range 24AWG  BEHR B UMR$R/Solid Wire and Stranded Wire

1 PR A 1%/Insulator Range 0.93mm~1.02mm

W4~ —7 JLHZE/Cable 0.D. Range 4.8mm~5.9mm

BIE E E/Weight 1.4g

/N7 [Housing R1JH—RA%—/Polycarbonate

242k /Contact o B+ =v4 )L Ti#h, €AY /Phosphor Bronze, Gold Over Nickel Undercoat
AlJ—T [Sleeve R H—RF—k/Polycarbonate

$#31% /Flammability Ratings
UL94 V-0

##&/Standards

ANSI/TIA-568.2-D
ISO/IEC 11801-1 Ed1.0
JISX'5150-1:2021

IEC 60603-7

IEC 60512-99-001/002

77 4r—32/Applications

IEEE802.3i 10BASE-T
IEEE802.3u 100BASE-TX
IEEE802.3ab 1000BASE-T
IEEE802.3af PoE
IEEE802.3at PoE+
IEEE802.3bt 4PPoE

H i 4% 1% /Mechanical Characteristics
755 &R ATE/Plug Insertion Cycles >750 Times
7545 {&#%F 11 /Plug Retention Force >50N (11.241bf)

2C00156B
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TR /Electrical Characteristics
FEfim$E 1/ Contact Resistance
#E#ZIEH/Insulation Resistance

fit & £ /Withstand Voltage

{=1% M RE/Transmission Performance

=20mQ

=500MQ DC100V

1000VDC /1min

ANSI/TIA-568.2-D, ISO/IEC 11801-1 Ed1.0

R 5% /Environmental Characteristics

{1 FA;R EE & B /Operating Temperature
1% AR EE & BH /Operating Humidity

{3 157 /Place of Use
{REEZ R /Degree of Protection

& 8 T B/Applicable Tools
NST88 (B A& #%/NIPPON SEISEN)

#R & $ &’ /Packaging Quantity
100

%48 5F/Regulatory Compliance

RoHS2 (10 substances) Compliance

##: B®/Structural Drawing

-10°C~60°C

25%~ 85% (# £& FE = Z &/Without Condensation)
EA/Indoor

1P20

7 N

6.60

8.00

i

1165

22.50

24
C5e

ki =% H/Handling Precautions

R1)—T/Sleeve

-EAERE BRERRE ERT—JLNEERTHRO T —JLEERL T,
HEBSGWT—J L EFERALIGE . FTESESIERITIREENHYET,

Please use a cable that satisfy the applicable conductor range, applicable insulator range, applicable cable O.D. range.

If use cables that do not satisfy specifications may cause problems.

‘RUISTSTE#BYNTIRIE, TV L NA——BTFTETHLTIF TS,

Please press the retaining latch down to the bottom while unplugging.

=T ILANENRMN REMAZNTE I EFRON TS,

Do not apply pressure to the cable while unplugging.

=T IERCBIERSTY T BET ST DMBIET B T—TILNBED T o ndEV-RREGYET,

IND D% [Housing

B{fiI:mm
Unit:mm

Excessive stretching of the cable might cause damage to the RJ45 plug, or causing the disconnection between the cable jacket and the RJ45 plug.

AUHEOEXIMXREAREZEBICHRLTHERLIZL O TH AN MIXEREXEXOBICF—BRBZEENELBEITTNIRARNEBESNDLDET S,

This specification is written in Japanese. While we hope that the translation of this specification is accurate,
in the event of any differences in meaning between the original Japanese version and the English translation, the original Japanese version takes precedence.
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